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 dB/10om 56 41 4]
dB/100m BE 10,9 51,94 78
; d8/100m ST 120 11,9
862 dB/100m 28,3 599373 16,9 16,8
2 1000 d8/100m 30,6 253 25,1 18,2 18,1
1350 d8/100m 35,8 29,6 294 214 22
1750 dB/100m 41,1 34,0 33,7 24,6 244
2150 dB/100m 45,8 379 37,6 27,5 27,3
MHz 2400 dB/100m 48,6 40,2 399 29,2 29,0
MHz 3000 dB/100m 54,8 454 45,0 33,0 32,7
I Structural return loss
MHz 5-470 dB >35 >35 >35 >35 >35
MHz 470 -1000 dB >33 >33 >33 >33 >33
MHz 1000 - 3000 dB >30 >30 >30 >30 >30
I Tronsfer impedance
MHz 5-30 mOhm/m <5 <15 <5 <15 5
I Screening efficiency
MHz 30-1000 dB >90 >80 >90 >80 >90
MHz 1000 - 2000 dB >85 >75 >85 >80 >85
MHz 2000 - 3000 dB >80 >70 >80 >15 >80
I Conducior resistance (20°0)
inner Q/Km 52 34 34 17 17
outer Q/km 275 30 185 18,5 125

More detailed technical bulletins, graphics and data are available on our web site www.betacavi.com






